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Summary 
The scope, size, and capability of the nation's space-based 
activities are limited by the level of electrical power avail- 
able. Long-term projections show that there will be an 
increasing demand for electrical power in future spacecraft 
programs. The level of power that can be generated, condi- 
tioned, transmitted, and used will have to be considerably 
increased to satisfy these needs, and increased power levels 
will require that transmission voltages also be increased to 
minimize weight and resistive losses. 
At these projected voltages, power systems will not oper- 
ate satisfactorily without the proper electrical insulation. 
Open or encapsulated power supplies are currently used to 
keep the volume and weight of space power systems low and 
to protect them from natural and induced environmental haz- 
ards. Circuits with open packaging are free to attain the pres- 
sure of the outer environment, whereas encapsulated circuits 
are imbedded in insulating materials, which are usually sol- 
ids, but could be liquids or gases. Up to now, solid insulation 
has usually been chosen for space power systems. 
If the use of solid insulation is continued, when voltages 
increase, the amount of insulation for encapsulation also will 
have to increase. This increased insulation will increase weight 
and reduce system reliability. Therefore, nonsolid insu- 
lation media must be examined to satisfy future spacecraft 
power and voltage demands. In this report, we assess the 
suitability of liquid, space vacuum, and gas insulation for 
space power systems. 
Introduction 
Spacecraft power systems have continuously increased 
output from a few watts in the 1960's to several kilowatts in 
the 1990s. With the development of advanced payloads for 
future space missions, such as the space station and space 
manufacturing, we estimate that electrical loads will be in 
multiples of kilowatts. Communication satellites using trans- 
*National Research Council-NASA Research Associate at 
Lewis Research Center. 
mission frequencies in the gigahertz range are equipped with 
traveling-wave tubes that need high-voltage sources with 
increased power capacity. Recent space-borne radar systems 
for Earth observation and meteorological studies operate with 
pulsed traveling-wave tube amplifiers at voltages exceeding 
15 kV (refs. 1 and 2). Long-term projections for space activi- 
ties point to increasing demand for higher power in the com- 
ing decades (refs. 3 and 4). 
Larger spacecraft with increased power requirements will 
require longer cable runs. Their electrical transmission and 
distribution systems will assume greater similarity to the com- 
pact electric utility systems used on Earth. Therefore, it will 
become necessary to increase voltage levels for power distri- 
bution to decrease currents, resulting in lighter conductors 
and reduced losses. Increasing the voltage to 10's of kilovolts 
will require the development of new concepts for distribution, 
protection, and control systems for spacecraft. 
The local environment surrounding spacecraft has been 
extensively studied (refs. 5 to 8). Features of this environment 
are responsible for most problems in spacecraft electrical sys- 
tems. Phenomena such as outgassing, effluent gases, radia- 
tion, space particulates, solar winds and solar flares, and 
plasma interactions dictate that high-voltage equipment and 
systems designers take natural and induced environmental 
effects into consideration (ref. 9). Significant environmental 
features are vacuum pressure, temperature, electromagnetic 
radiation, cosmic radiation, atomic and molecular gases, plas- 
mas containing ions, protons, electrons, meteoroids, particles, 
and debris. 
The induced environment includes both self-induced phe- 
nomena, such as spacecraft outgassing and effluents, and 
externally induced phenomena, namely, radiated fields and 
electromagnetic pulses. High-voltage equipment and cables 
must be shielded both physically and electromagnetically to 
prevent coupling of hgh-voltage pulses and transients into 
low-voltage circuitry on board the spacecraft (ref. 3). 
There are additional constraints, such as lifting capability, 
weight, and volume. The need for compact packaging, while 
maintaining electrical system integrity during missions of 
several years duration, is of primary importance. 
With higher voltage equipment and large configurations, 
new design techniques that account for the environment must 
be considered. Problems due to interactions of high-voltage 
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components with the space environment will take on 
increased significance. Space plasma, outgassing, unburned 
residue, and pressure due to gas leakage will affect exposed 
conductors and cables. Obvious options are either to have 
open construction that will be exposed to the surrounding 
environment or to enclose the power supply system in solid, 
liquid, or gas insulation. 
The ideal insulation for higher voltage systems in aero- 
space applications should be light, chemically stable, and a 
good corona suppressor. It should withstand high voltages, 
have low dielectric loss, and have good thermal conductivity. 
If possible, it should be self-healing in case of electrical dis- 
charges. In this report, we compare the merits of solid, liquid, 
space vacuum, and gas insulation for space electrical power 
systems. 
Liquid Insulation 
Liquid insulating materials offer reasonable alternatives 
for many terrestrial applications and are widely used in 
ground-based power systems. However, for applications in 
aerospace systems, they suffer from disadvantages such as 
hgh  weight and cost, low operating temperature limits, and 
the need for containers that seal properly. During longer mis- 
sions, micrometeroids could damage the container and the 
power system could fail because of liquid leakage. Therefore, 
a replenishing supply of the liquid insulation would be 
needed. In addition, escaped liquid could contaminate other 
sensitive equipment, such as optical lenses, and the insula- 
tion could deteriorate because of chemical decomposition 
due to temperature, aging, and partial discharges. Another 
disadvantage is the possibility of reaction with contact mate- 
rials, resulting in the evolution of moisture and gases or the 
formation of corrosive byproducts. Chemical deterioration is 
accompanied by increased dielectric losses and reduced 
dielectric strength. 
The most serious problem with liquid insulation is its 
potential for forming bubbles, which in the microgravita- 
tional environment may remain attached to the electrodes or 
lodge within the high-voltage circuits between electrodes 
(ref. 10). Dielectric inhomogeneities and boundaries between 
media that have different dielectric constants cause abrupt 
changes in electric field strength. The resulting enhancement 
of the field strength may either cause immediate spark break- 
down of the liquid insulation or may result in a gradual 
deterioration due to partial discharges. Therefore, liquid insu- 
lation should not be considered for use in aerospace systems. 
Solid Insulation 
Early experience with the design of power supplies 
resulted in the general recommendation that high-voltage 
power supplies be completely encapsulated (refs. 11 to 13). 
Widely used in the present spacecraft power supplies, solid 
insulation has inherent disadvantages that become more pro- 
nounced as voltage requirements increase. As voltages are 
increased, solid insulation becomes more voluminous, result- 
ing in increased mass and reduced reliability because it is 
more difficult to obtain void-free and uniform encapsulated 
systems and components. Manufacturing and molding of 
encapsulating materials into larger volumes will increase cost 
and internal stresses. 
Exposure to radiation, thermal stresses, and aging can 
crack the insulation between high-voltage electrodes and 
other electric parts. Material incompatibility will result in 
poor or no bonding between parts or circuits. The use of infe- 
rior or deteriorated insulation or of insulation with flaws 
(such as discontinuities and impurities, which can occur even 
in high-quality insulation) will shorten life and eventually 
cause failure. A hole or crack in the insulation, across which 
a high voltage exists, may cause repeated electrical dis- 
charges. These will ultimately carbonize a conductive path 
and cause the insulation to fail. 
For higher operating voltages, longer life, and larger space 
structures, the effects of micrometeoroids and plasma on 
dielectrics must be considered. Micrometeoroids are 0.1- to 
80-pm-diameter dust, metallic, or insulation particles; 0.1- to 
5-pm-diameter particulates from rocket exhaust compounds, 
primarily carbon compounds and aluminum oxide; and cos- 
mic dust composed primarily of Fe, Ni, Mg, Na, Ca, Cr, H, 
0, and Mn. 
The impact velocities of micrometeroids range between 20 
and 30 km/s (ref. 8). Upon impact, the particle usually vapor- 
izes, producing plasma and a crater. Some particle elements 
may penetrate through the spacecraft materials, resulting in 
erosion, debris, and charge production due to shock-induced 
ionization. This enhances the surface flashover of exposed 
insulation, which can eventually destroy the insulators. 
There is no single preferred insulating material. The elec- 
trical parameters and quality of the insulation depend upon, 
among other things, the circuit and its parts to be protected, 
as well as the cleaning, processing, and handling of the mate- 
rial. Successfully used in systems up to now, solid insulation 
loses its attractiveness for higher voltages because of these 
disadvantages. 
Space Vacuum as Electrical Insulation 
Laboratory-generated vacuum has excellent dielectric 
properties because of the absence of conductive or ionizable 
media. Its electrical properties arc determined by the elec- 
trode and insulator surfaces, and breakdown is primarily the 
result of surface phenomena. Surface flashover in a vacuum 
occurs along the surface of solid dielectrics used as spacers 
or to encapsulate components and systems. High-quality 
vacuum that involves a tank with a vacuum pump (such as 
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used in !abz:2t:t=:ies) has bee:: suggested fer 2ernsp2ce ESP 
(ref. 14). However, this approach will substantially increase 
the weight of the system. 
Space vacuum would be the obvious choice if it were not 
contaminated with a wide variety of particles and ions. In 
space power systems, surface discharges are a common 
occurrence. Volume breakdown may occur because the space 
vacuum is contaminated with gas. This is the main cause of 
its reduced breakdown strength. 
The interaction of spacecraft with surrounding plasma 
charges the vehicle assemblies and exposes the electrical 
components to thousands of volts, resulting in arcing and 
possible breakdown of the exposed insulation. Such prob- 
lems have been observed on some spacecraft and are sus- 
pected as the source of anomalies on numerous other 
vehicles (ref. 15). 
Spacecraft and electronic component outgassing products 
have historically been the source of many high-voltage com- 
ponent failures. These gases tend to pressurize internal space- 
craft cavities and the immediate spacecraft environment, 
to further plague the spacecraft high-voltage designs. 
There are suggestions in the literature that an open con- 
struction, where space vacuum is part of the high-voltage 
insulation, would have certain advantages over solid insula- 
tion at voltages of about 15 kV (ref. 16). Open construction 
was used in the Communication Technology Satellite (CTS) 
in the 1970s (ref. 17). The major advantage is that space 
vacuum is the lowest weight insulation. In addition, space 
vacuum systems can be assembled, tested, and repaired with 
relative ease, since all parts are accessible. Space vacuum 
insulation does not involve manufacturing and is not suscep- 
tible to aging. In the event of partial discharges or flashover, 
space vacuum is self-restoring. 
However, vacuum chamber testing of high-voltage compo- 
nents that were later used in the Space Power Experiments 
Aboard Rockets (SPEAR) project showed that, in the pres- 
ence of weak magnetic fields and high-voltage anodes, sev- 
ere breakdown occurred even at very low pressure (ref. 18). 
This confirmed the analytical and computational work by 
Kundhardt et al. (ref. 19) and Katz et al. (ref. 20), and the the- 
oretical breakdown and discharge behavior between two sur- 
faces in the presence of magnetic fields (ref. 21). 
Certain aspects of the theory of electrical breakdown in 
gases apply to space vacuum because of its imperfect nature. 
Next, we briefly describe the phenomenon of electrical 
breakdown in gases and the resulting Paschen's law. 
Townsend (ref. 22) observed that the current through a 
uniform-field air gap at first increases proportionately with 
applied voltage in the region (&VI),  then remains nearly 
constant at a plateau value Io (fig. 1). The current IO corre- 
sponds to the photoelectric current produced at the cathode 
by external radiation. At voltages higher than Vz, the current 
rises above Iol at a much higher rate with increasing voltage 
until a spark results. If the illumination level at the cathode is 
I 
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Figure 1 .-Current growth as a function of applied voltage to 
increased, the plateau fo rises proportionately, but the voltage 
V, at which sparking occurs remains unaltered if there is 
no space-charge distortion of the electric field between the 
electrodes. The increase of current in the region V,-V, is 
ascribed to ionization by electron impact. As the electric field 
increases, electrons leaving the cathode are accelerated 
between collisions, until they gain enough energy to cause 
ionization on collision with gas molecules or atoms. The sec- 
ondary process accounts for the sharper increase of the cur- 
rent in the region V,-V, and the eventual spark breakdown of 
the gap. 
To explain this, Townsend introduced a quantity a, known 
as Townsends first ionization coefficient. It is defined as the 
number of electrons produced by an electron per unit length 
of path in the direction of the field. If n is the number of elec- 
trons per second reaching a distance x from the cathode in the 
field direction, the increase dn in an additional distance dx is 
given as 
a parallel plane gap in gases. 
d n = m d x  
Integration over distance d between the cathode and the 
anode results in 
ad nu = noe 
Here, no is the number of primary electrons generated per 
second at the cathode and nu is the number of electrons arriv- 
ing at the anode per second. In terms of current, with fo as the 
current leaving the cathode, equation (1) becomes 
(2) ad I = Ioe 
The term eDCd is called the electron avalanche, which repre- 
sents the number of electrons produced by one electron in 
traveling the distance from the cathode to the anode. 
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The process of electron attachment from an ionized gas 
(by any of the several processes described later) may be 
expressed by a relation similar to equation ( I ) ,  which defines 
electron multiplication in a gas. If 77 is the attachment coeffi- 
cient defined (by analogy with the ionization coefficient a) as 
the number of attachments produced in the path of a single 
electron traveling a unit distance in the direction of the elec- 
tric field, then 
d l  = -771 dx 
With electron current IO starting at the cathode and with elec- 
trode spacing d, the current I at the anode is obtained as 
If electron generation by collision and electron loss by 
attachment operate simultaneously, then the resulting num- 
ber of free electrons is given as 
dn = n(a  - q)dx 
The number of electrons at a distance x from the cathode in 
the field direction is obtained by integrating the preceding 
equation from x = 0, with no electrons starting from the cath- 
ode. The result is 
The steady-state current consists of two components, one 
resulting from the flow of electrons and the other from the 
negative ions. To determine the total current under such con- 
ditions, we must find the negative component of the current. 
The increase in negative ions over a distance dx is given by 
Integration from 0 to x leads to 
The total current is the sum of the two components given by 
equations (4) and (5): 
The expression for the current becomes 
(7) 
In the absence of attachments, 77 = 0, and equation (7) 
reduces to equation (2 ) .  
According to equation ( 2 ) ,  a graph of logl against the gap 
length d should give a straight line of slope a for a given gas 
pressure p ,  if the field strength E is kept constant. Measure- 
ments of current between parallel plane electrodes showed 
that, at higher voltages, the current I increases at a more rapid 
rate than given by equations (2) or (7). Figure 2 shows typi- 
cal behavior obtained by plotting logl versus electrode sepa- 
ration d at constant pressure. 
To explain this behavior, Townsend postulated that a sec- 
ond mechanism must be affecting the current. He first con- 
sidered liberation of electrons in gas by collision of positive 
ions, and later considered liberation of electrons from the 
cathode by positive ion bombardment. Other processes 
responsible for the deviation of the figure 2 curves of logl 
versus d include secondary electron emission at the cathode 
by photon impact and photoionization of the gas itself. 
Let ncl be the number of electrons reaching the anode per 
second, no the number of electrons emitted from the cathode 
by, say, ultraviolet illumination, n+ the number of electrons 
released from the cathode by positive ion bombardment, and 
y the number of electrons released from the cathode per inci- 
dent ion, also known as the secondary ionization coefficient. 
Then. 
nu = (no + n+)e ad 
and 
Eliminating n, leads to 
ad 
- a d  
- 
1 - y ( e  - 1 )  
The expression for the steady-state current follows as 
ad .~ e 
ad I = I ,  
l - y ( e  - 1 )  
4 
//-=- 
I 
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Figure 2 . 4 a p  current as a function of electrode spacing 
As the voltage between the electrodes in a gas with small 
or negligible electron attachment increases, the electrode cur- 
rent at the anode increases in accordance with equation (8). 
It has been experimentally confirmed (ref. 23) that the ion- 
ization coefficient a, the gas pressure p, and the electric field 
intensity E are related as 
in uniform field gaps. 
E =  f(;) 
P 
(9) 
By introducing equation (9) and E = V/d in equation (8), we 
get 
With increasing V, a point is reached when there is a transi- 
tion from the dark current Io to a self-sustaining discharge. At 
this point I becomes indeterminate, and the denominator in 
equation (8) vanishes; that is, 
If electron attachment is taken into account, then equation 
(1 1) becomes 
where Ur = a - q represents the effective ionization coeffi- 
cient,e 
The electron current at the anode equals the current in the 
circuit. Theoretically, this current becomes infinitely large, 
but in practice it is limited by the external circuit and, to a 
lesser extent, by the voltage drop in the arc. 
The spark criterion of equation (1 2) also can be expressed 
as 
ad 
>>1, and cx >> q. 
Equation (12), which defines the condition for the spark 
onset, is called the Townsend's breakdown criterion. For 
y (e - 1 ) = 1, the discharge due to the ionization process is 
self-sustaining and can continue in the absence of Io, so that 
the criterion y(e - 1) = 1 defines the sparking threshold. 
For y(e - 1 )  > 1, the ionization produced by successive 
avalanches is cumulative. The spark discharge grows more 
rapidly the more y(e 
< 1, the current I is not self-sustained, and it ceases to flow 
when the source providing the primary current Io is removed. 
In the Townsend's criterion of equation (12), we express 
the ionization coefficient W p  as function of field strength 
and gas pressure, in accordance with equation (9); that is, 
ad 
ad 
Urd 
ad ad - 1) exceeds unity. For y(e - 1) 
u I =  f ( % )  
P 
We then get 
or 
f (%) * p d = I n ( i + l ) = K  
For a uniform field, vb  = Ed, where vb  is the breakdown volt- 
age, 
e = K  
or 
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or 
which means that the breakdown voltage Vb of a uniform 
field gap is a unique function of the product p d .  Equation 
(16) is known as the Paschen breakdown law. The relation 
between the sparking voltage and pd,  the product of gas pres- 
sure p and electrode separation d, is given in figure 3. The 
breakdown voltage goes through a minimum value (V&,,,, at 
a particular value of the product @&,in. 
This implies that if the mean free path of the electrons is 
sufficiently long, then an avalanche of ionizations can occur 
as the electrons collide with neutral particles to create an ion- 
ized, conducting path between the electrodes, resulting in an 
arc. If the pressure or distance is cxcessive, the electrons 
between the plates will only interact locally as a result of the 
applied voltage. If the pressure is too low, no ionization of 
the neutral gas particles can take place. 
As pressure increases, the density of the gas increases. 
Therefore, with the separation d remaining constant, higher 
electric field strength is required to accelerate electrons over 
the mean free path and ionize the gas molecules on collision. 
The same phenomenon will result if the pressure p is kept 
constant and the separation d is increased. If the pressure 
and/or the distance are decreased, the breakdown voltage will 
decrease. At a certain value of pd,  the breakdown voltage 
reaches its minimum. It rises again when the pressure is 
reduced below this minimum. The Paschen curve is only 
applicable to parallel plane electrodes or uniform electric 
fields in the absence of a magnetic field. 
Townsend’s argument can be extended to nonuniform field 
situations (ref. 24), where the number of electrons at the 
anode n can be compared with the initial electrons at the 
cathode no as 
d 
1 + Jexp[[(a- 17) dx] a dx 
(17) 0 O d  n = n  
1 - I jexp[[ (a -v)  0 ,dx) ]adx  
yJexp[(a-q)dx]adx 0 = 1 (18) 
Thus, the Townsend criterion for breakdown in nonuniform 
field gaps is derived from equation (17) as 
d 
For uniform field gaps, equation ( 1  8) reduces to 
which is the same as equation (12). 
“b 
(Vb)min 
Figure 3.-Breakdown voltage as a function of the product of 
pressure p and electrode spacing d. 
The Townsend criterion of equation (1 8) or (19) is of little 
use to an engineer because the secondary ionization coeffi- 
cient y i s  a very sensitive function of the electrode surface 
condition and the degree of gas purity. Measurements of y 
have so far been made only at pressures below 3.4 kPa 
(ref. 24), and these values are not valid for higher, but techni- 
cally important, gas pressures. 
In the “streamer mechanism” it is assumed that the growth 
of a single electron avalanche becomes unstable before 
reaching the anode. This instability results in the formation 
of fast-moving streamers from the avalanche head, which 
form a highly conducting channel across the gap, resulting 
ultimately in the collapse of the applied voltage. The basic 
mechanism behind the formation of these streamers is 
assumed to be photoionization in the gas. Though a satisfdc- 
tory quantitative theory for streamer formation has not been 
formulated, Meek (ref. 25) developed the following criterion 
for streamer formation in nonuniform field gaps: 
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Here, x denotes the distance from the cathode as the avalanche 
length at the moment when streamers are formed. The quan- 
tity (a  - v ) ~  is the effective Townsend first ionization coeffi- 
cient at the avalanche head, p is gas pressure, and K ,  is a 
constant. A similar relation was proposed indepcndently by 
Raether (ref. 26), who suggested that a critical nunibcr (IO*) 
of charge carriers is necessary to transform an avalanche into a 
weamer. Mcck’s equation was modified by Pedersen (refs. 27 
and 28) to obtain the following streamer criterion: 
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Here xc is the critical avalanche length which is the distance 
between the highly stressed electrode and the point in the 
electrode gap where ff = q and K is a constant. The limiting 
case of the streamer criterion is obtained by setting K = 0 in 
equation (2 l), this gives 
xc 
j ( a - q ) d x  = 0 
0 
Thus, the limiting value of the breakdown strength in a gas is 
obtained by setting 
a= q (23) 
Equation (23), which sets the threshold condition for growth 
of electron avalanches, is satisfied at a limiting value of the 
field intensity, called the critical field intensity. At normal 
temperature and pressure, its values are 89.5 and 29 kV/cm 
for sulphur hexafluoride (SF6) and air, respectively. For (Y < 
7, an electron avalanche will not grow in an electronegative 
gas. In practical cases, electron avalanches will grow when G( 
is slightly greater than q. 
The Paschen minimum and its vicinity are important in an 
imperfect vacuum. Table I lists the minimum Paschen break- 
down voltages for several gases (ref. 29). Favorable condi- 
tions for low-voltage breakdown are easily achieved in space 
"acuum encountered in low-Earth orbits (LEO'S) and even 
in regions of high altitude. The LEO environment is a 
low-density gas or plasma permeated by a magnetic field. 
Spacecraft charging can reach as high as 1.4 kV at altitudes 
as low as 800 km (ref. 30). The ion concentration in this 
region (NO+, 02+, and water vapor) reaches up to IO5/cm3, 
with electron densities of approximately the same order of 
magnitude (refs. 31 and 32). Such LEO flights are affected by 
significant spacecraft charging (ref. 33). In these situations, 
Paschen breakdown can take place at relatively low voltages. 
In space flights of short duration, from a few minutes to a few 
days, such as the space shuttle, the ambient pressure inside 
the spacecraft retains a critical level, which is not far from 
the pressure at which the minimum of the Paschen break- 
down voltage can occur. Thus, high-voltage equipment will 
not operate reliably in a vacuum in this environment. 
Earth observation and communications missions in the 
upper terrestrial environment have durations of months and 
years. The range of altitudes can vary from 400 to 36 000 km. 
Although ion and electron densities decrease with altitude, 
galactic cosmic radiation and trapped radiation assume sig- 
nificant orders of magnitude. 
TAELE :.--M!?!!MUM E!?E.AKWwN VOLTAGES 
FOR VARIOUS GASES 
Air 
Argon 
Hydrogen 
Helium 
Carbon dioxide 
Nitrogen 
Nitrous oxide 
Oxygen 
Sulfur dioxide 
Hydrogen sulfide 
Tetrafluoromethane 
Sulfur hexafluoride 
Paschen 
minimum 
breakdown 
voltage, 
("bhnin. 
V 
327 
137 
273 
156 
420 
25 1 
418 
450 
457 
414 
420 
520 
Product of gas 
pressure and 
electron 
separation, pd.  
at (Vb)min. 
P a m  
0.754 
1.197 
1.53 
.532 
.678 
.891 
.665 
.93 1 
.439 
.798 
1 .o 
1 .o 
An open construction in this environment may be exposed 
to uncontrolled discharges and flashover behavior. It is also 
more susceptible to micrometeoroid damage than encapsu- 
lated systems are. Although the quality of vacuum is rela- 
tively clean, details of the effects of radiation, particle flow, 
and atmospheric conditions relative to solar and space loca- 
tion are not known. These concerns indicate that the intrinsic 
properties of the space vacuum render it unsuitable as an 
insulating medium for high voltages (ref. 34). 
Gases as Space Insulation 
Certain gases have excellent dielectric properties for elec- 
trical insulation and are successfully being used in terrestrial 
power systems. In the past, they had not been seriously con- 
sidered for space applications because of certain disadvan- 
tages, namely, the container weight and possible leakage. 
However, compressed gases become more attractive in com- 
parison to solid insulation and space vacuum as voltages and 
power are increased, and their use in future spacecraft power 
systems cannot be ruled out (ref. 8). Designs already exist for 
SF6-insulated transmission lines to be used in high-power 
spacecraft (ref. 8). 
Like liquid insulation, gas insulation requires a pressure 
vessel container. Because of the potential for gas leakage, a 
reserve container with gas will be needed during prolonged 
missions, adding weight. The pressure vessels will ade- 
quately shield the gas insulation and electronics components 
from space radiation, contaminants and micrometeoroids, 
and external electromagnetic interference. 
The influence of effluents, and outgassing from the electric 
circuit and the gas container, will be eliminated if com- 
pressed gases are used. Unlike solids or liquids, the electrical 
properties of many gases are not adversely affected by small 
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amounts of gaseous impurities (refs. 24 and 35 to 37). Ther- 
mal stresses can be minimized if the gas has superior heat 
exchange properties. Aging problems will depend on the gas 
insulation's chemical stability, moisture content, and the 
The electric field strength is an important parameter in 
determining the integrity of an electric system. Commercial 
electrical equipment can be designed with the average field 
stress of 5 to 20 V/mil within the electrical insulation. Cur- 
rent aerospace designs use electric stress averages between 
50 to 200 V/mil for solid insulation. This figure can be raised 
substantially for certain gases. 
Gases have lower weight than solid and liquid insulation. 
In addition, equipment can be reduced in size if the dielectric 
strength of the insulating medium is increased. The volume 
of a system insulated with certain gases could be as low as 
one-third of that using solid insulation rated for the same 
voltage and power. Gases do not suffer from voids or cracks, 
which in  solids can be introduced during manufacture or 
develop during the aging process. 
Generally, the breakdown strength of gases rises as 
their molecular weight increases. The maximum dielectric 
strength that can be achieved in a gas at a certain temperature 
is limited by its vapor pressure, and i t  increases with temper- 
ature. 
Certain gases, including those belonging to the seventh 
group of the periodic table (e.g., fluorine, F2, and chlorine, 
(212) and those containing halogen atoms (e.g., sulfur hexaflu- 
oride, SF6; dichlorodifluoromethane, CC12F2; perfluoropro- 
pane, C3Fg; perfluorobutane, C4F, 0; hexafluoroethane, C2F6; 
and tetrafluoromethane, CF4) are known to have consider- 
ably higher dielectric strength in comparison to air under 
similar conditions. Their high breakdown strength depends 
mainly on their ability to take up free electrons, thereby 
forming heavy negative ions. Gases having this property are 
called electronegative. 
~ degree of partial discharges. 
Sulfur Hexafluoride 
Not all electronegative gases are suitable for use as dielec- 
trics. Some such gases have very low breakdown strength. Of 
the many available electronegative gases, SF6, especially, has 
gained importance as electrical insulation. On Earth, it is the 
most commonly used gas in high-voltage, gas-insulated elec- 
trical equipment (such as cables, compact switchgear, substa- 
tions, and circuit breakers that can handle large amounts of 
energy) and other commercial high-voltage equipment. It is 
the most suitable gas for high-voltage power supplies in 
high-density packaged components and where high pressure 
can be advantageous. SF6 is plentiful, easy to handle, and has 
desirable electrical properties. In addition to its high dielec- 
tric strength, it is nontoxic, chemically and thermally stable, 
and possesses good heat transfer properties (ref. 24). Though 
SF6 is chemically inert, it may form some chemical species 
or products of decomposition under excessive electric dis- 
charges in  the presence of water vapor and metallic particles 
(ref. 38). 
The dielectric strength of SF6 is sensitive to the presence 
of strong localized fields caused by electrode surface imper- 
fections, and the presence of metallic particles can signifi- 
cantly reduce its breakdown voltage (ref. 39). This effect 
becomes more pronounced with increasing pressure, with 
increasing particle length and decreasing particle diameter in 
the case of cylindrical particles, and with decreasing particle 
density. Nonconducting particles are not usually harmful 
unless they have conducting powder attached; in this case, 
they act similar to metallic particles (ref. 40). The particles 
acquire charge and hover or jump between electrodes. The 
field nonuniformity at the particle surface results in low-volt- 
age breakdown. 
The presence of water vapor has small effect on SF6'S 
breakdown voltage levels, reducing it only by 5 to 10 percent 
at 100-percent relative humidity. However, water vapor has a 
significant deleterious effect on the flashover voltage along 
solid insulators in SF6. In terrestrial power systems Using 
SF6, humidity is limited to less than 500 ppm by volume 
(ref. 41). For all these reasons, the dielectric strength of SF6 
achieved in practical devices is not much higher than about 
50 percent of its intrinsic strength. For applications in space- 
craft power systems, these degrading effects can be elimi- 
nated or substantially suppressed by removing humidity, 
avoiding particle entrapment during assembly, and reducing 
partial discharges by avoiding sharp metal points and keep- 
ing electrode surfaces smooth and clean. 
Several ionization processes in SF6 have been suggested 
(ref. 42). The following reaction requires the lowest electron 
energy of 15.9 eV to ionize a gas molecule upon impact 
(ref. 43): 
Here (SF,+>* is a metastable positive ion of SF6. Negative 
ions are formed when either a low-energy electron attaches 
itself to a neutral SF6 gas molecule, resulting in a direct 
attachment, or when an electron attaches to one of the con- 
stituents of the molecule after dissociation, resulting in  a dis- 
sociative attachment. Studies indicate that SF6- and SFs- are 
the predominant ions resulting from electron collisions, 
exceeding other possible negative ions, such as F-, F2-, SF,-, 
SF3-, and SF4-, by at least a factor of 100 (refs. 44 to 46). 
The formation of the majority of SF6- ions is initiated by 
the following reaction (refs. 44 and 46): 
The resulting (SF6-)*' ion is metastable with a lifetime on the 
order of I O  ps. This reaction is a resonance capture process 
\\it11 a minimum cross-section of 10- /cm at an electron 1s 2 
8 
energy of 0.05 eV. There are several possible reactions sub- 
sequent to equation (25), which can be found in the literature 
(refs. 41 and 43). 
These processes effectively remove a light mobile electron 
from the swarm and replace it with a relatively heavy, 
slow-moving ion, thereby influencing the growth of ioniza- 
tion and breakdown. The processes, therefore, suppress the 
electron streamers. 
The streamer breakdown criterion of equation (21) can be 
used to determine the lowest possible voltage at which SF6 
breakdown occurs. Both the ionization and attachment 
coefficients a and q are affected by the applied electric field. 
Measurements reported in the literature (refs. 47 to 51) 
suggest that d p  and q/p  can be approximated in the vicinity 
of the critical region, where cclp = q/p ,  by the following 
relations: 
- 1  
(kPa * cm) (26) E 9 = 23 - - - 12.34 
P P 
-1 
(kPa cm) (27) 
E = - 4 . - + 1 1 . 3 5  
P P 
Therefore, the effective ionization coefficient a is expressed 
as 
_ -  - -  (kPa - cm) (28) 
P P 
where p = 27 kV-' and (E /ph ,  = 877.5 V.kPa-l-cm-l for 
pure SF,. Here E denotes the applied electric field in kV/cm, 
and p is the SF, pressure at 20 "C in kPa. Using equation (28) 
in the streamer criterion of equation (21), we get 
TO evaluate the left side of equation (29), we need a detailed 
knowledge of the electric field distribution in the gap. In a 
uniform field gap, E(x) is constant and x is equal to the gap 
length d.  The breakdown voltage v b  in a uniform field gap is 
obtained from equation (29) as 
For uniform or nearly uniform field gaps, the streamer 
formation directly grows into breakdown. However, in 
nonuniform field gaps, this is not always the case. Here the 
streamers develop into a steady corona discharge at low 
pressures. The breakdown voltage is substantially higher 
than the corona incepthii lcve!. !r? SI'& cases: the criterion 
for streamer formation corresponds to corona inception. 
In nonuniform field gaps, the critical avalanche length xc is 
generally a very small fraction of the total gap length d.  
Therefore, the electric field in the region of interest (i.e., in 
the vicinity of the highly stressed electrode along its axis of 
symmetry) can be approximated (ref. 52) by 
Emax E ( x )  = 
( 1 + ; ) 2  
The quantity E,, is the maximum field strength in the gap 
(i.e., the field at the tip or sharp point of the highly stressed 
electrode), and 
where R1 and R2 are the radii of curvature of the highly 
stressed electrode in two mutually orthogonal directions. The 
critical avalanche length xc can be determined from equation 
(31). Since (E/p)lim = E(xc)/p, the value of xc is given by 
(33) 
Substituting equations (31) and (33) into equation (29) yields 
'herefore, the maximum electric field strength at breakdown 
is given by 
P = * [ I + % )  
where the constant C, is calculated from 
(35) 
Using the field utilization factor u = Ea JEmax, where Ea" 
and E,,, are the average and maximum electric field intensi- 
ties, respectively, the breakdown or discharge voltage for a 
nonuniform field gap insulated with SF6 is expressed as 
9 
(37) 
and with E,, from equation (35), we get V,  as 
Thus, equations (30) and (38) give, respectively, the mini- 
mum discharge inception voltages for uniform and nonuni- 
form field gaps insulated with compressed SF6 (ref. 52). 
These expressions are for electrodes with smooth surfaces. 
The influence of electrode surface roughness is discussed by 
Pedersen (refs. 53 and 54). 
Rod-to-plane breakdown studies have been conducted by 
several researchers (refs. 55 to 57). The data show that SF6 
has very high breakdown voltages for both positive and neg- 
ative polarities. In addition, the standard breakdown devia- 
tion for 10 separate discharges is less than 7 percent, whereas 
in air it may be as high as 20 percent (ref. 58). 
In compressed-gas insulation systems, SF6 is used at pres- 
sures of 0.4 to 0.6 MPa (approximately 4 to 6 atm). The 
corona-onset and breakdown voltages of pressurized SF6 are 
substantially higher than those of many other gases for both 
uniform and nonuniform fields of either polarity (ref. 57). 
SF6 cannot be used at higher pressures in colder environ- 
ments because of its high boiling point. 
The general high-voltage breakdown characteristics in 
compressed SF6 gas are similar to other gases at high pres- 
sures and high fields (ref. 42). Certain salient facts concern- 
ing the breakdown of high-pressure SF6 gas follow: 
(1) At gas pressures of practical interest, values of the 
product p d  are very high in most systems. In such cases the 
Paschen breakdown law is no longer satisfied. At high pd val- 
ues, the breakdown voltages in compressed SF6 are at fields 
far above 10 to 20 kV/mm. Reductions in breakdown voltage 
may be the result of electrode imperfections, dust, or parti- 
cles. These factors create local high field areas where 
electrons can create electron avalanches and lead to 
streamer-initiated breakdown. Impurities and particulates 
must be avoided. They lower the breakdown strength of SF6 
(refs. 39,40, 59, and 60). 
(2) Breakdown voltage can be increased through repeated 
low-energy breakdowns, known as spark conditioning, or 
through increasing the voltage very slowly in steps, known as 
stress conditioning. Conditioning may result when high-field 
sites on the electrode surfaces (such as protrusion, dust, or 
particles) are progressively destroyed or when entrapped par- 
ticles are moved into low-field regions where they cannot 
initiate breakdown. 
(3) Electrode materials and surface preparation have a sig- 
nificant effect on the breakdown voltagc, which increases 
with better electrode finish. The reduction in  breakdown volt- 
age from the theoretical “intrinsic” level is a function of the 
product of the pressure p and height h of the electrode imper- 
fection. Deviations begin for ph 2 4 kPa mm. 
Therefore, electrodes should be made of hardened materi- 
als with polished, nonporous surfaces. Dielectric coating of 
electrodes increases the breakdown voltage in gases as com- 
pared with bare electrodes (ref. 60). Surface coating of elec- 
trodes will enhance equipment reliability if coating materials 
with long operational life are used. However, prolonged test- 
ing is required to develop such materials. These materials 
must not deteriorate or separate from the electrodes during 
the life of the power system. 
Finally, the breakdown voltage in SF6 decreases with 
increasing electrode area for both rough and smooth elec- 
trodes. This is related to the extreme value breakdown dis- 
tribution of initiation by “weak points” on the electrode sur- 
face. 
The gas breakdown characteristics of compressed SF6 in 
uniform or near-uniform field geometry are fairly insensitive 
to small additions of dry air or nitrogen. A 20 percent addi- 
tion of air by volume lowers the gas breakdown voltage by 
less than 5 percent. Small quantities of dry air (< 2 percent) 
are not considered damaging (refs. 42 and 61). 
A 50 vol % SF6I.50 vol % N2 mixture has been proposed 
for saving costs in terrestrial systems. Its breakdown strength 
is only about 15 percent lower than pure SF6 (ref. 62). This 
mixture would have the same strength as pure SF6 if the pres- 
sure was raised by 10 percent. 
For space use, mixing SF6 with other suitable gases, such 
as N2, may be attractive if the insulated device must operate 
at low temperatures. Although SF6 is relatively expensive, its 
excellent dielectric properties outweigh this concern. 
As an added security to the system’s reliability, high- 
voltage parts or modules submerged in SF, will reduce the 
probability of partial discharges or arcs inside the solid 
dielectric material, prolonging the life of the module 
(ref. 63). 
In the light of its overwhelming advantages, pure pressur- 
ized SF6 is the most suitable choice for future high-voltage 
applications in aerospace. 
Conclusions 
Long-term projections for space activity envision a sub- 
stantial increase in both the space-borne system power 
requirements and the mission durations. The need for higher 
voltages in space communication and power systems requires 
a critical evaluation of dielectric materials to ensure reliable 
and efficient mission operation. A review of the merits of 
solid, liquid, space vacuum, and gaseous dielectrics reveals 
that liquids are the most unlikely candidates for space appli- 
cations. Exposed electrical systems in space vacuum will be 
susceptible to electric flashovers and breakdown because of 
(among others) the presence of fine particulates, contamina- 
10 
tion due to a variety of gases and ions, and plasma activity. 
Solid insulation will be massive, adding to system weight, 
and more difficult to manufacture without voids or cavities. 
In addition, thermal stresses can crack solid insulation and, 
hence, reduce system reliability. 
Compressed-gas insulation, in general, and sulfur hexaflu- 
oride (sF6), in particular, offers the most viable alternative. 
SF6 is electronegative, is chemically stable, has very high 
dielectric strength, and is being used in high-voltage compact 
power systems on Earth. It is relatively insensitive to small 
quantities of gaseous contaminants and is self healing in the 
case of a momentary flashover or spark. The volume of a 
high-voltage power system insulated by compressed sF6 gas 
is substantially smaller, reducing weight. The pressure vessel 
will have a shielding effect and will suppress degassing of 
the system components. Because the pressure vessel is sus- 
ceptible to gas leakage, an additional gas container will have 
to be provided on board the spacecraft, adding some weight. 
Lewis Research Center 
National Aeronautics and Space Administration 
Cleveland, Ohio, April 1 1, 1995 
Appendix-S ymbols 
constant 
distance between anode and cathode 
additional distance 
electric field intensity 
average electric field intensity 
maximum electric field intensity 
number of electrons produced by one electron in 
traveling the distance from the cathode to the 
anode 
height of the electrode imperfection 
current at the anode 
electron current starting at the cathode 
initial saturation current 
ionization coefficient as a function of field strength 
and gas pressure 
constant 
number of electrons arriving at distance x per 
number of electrons reaching the anode per second 
number of primary electrons generated at the 
second 
cathode per second 
number of eieciroris iekascd frzm the r~th.ode hy 
positive ion bombardment 
number of negative ions 
gas pressure 
radii of curvature of the highly stressed electrode 
field utilization factor 
breakdown voltage of a uniform field gap 
voltage at which sparking occurs 
first applied voltage 
second applied voltage 
third applied voltage 
distance from the cathode in  the field direction 
critical avalanche length, distance between the 
highly stressed electrode and the point in the 
electrode gap where a = 77 
in two mutually orthogonal directions 
Townsend's first ionization coefficient 
a - 77, effective ionization coefficient 
ionization coefficient 
constant, 27 kV-' 
number of electrons released from the cathode per 
incident ion, secondary ionization coefficient 
attachment coefficient, number of attachments 
produced in the path of a single electron traveling 
a unit distance in the direction of the electric field 
Subscripts: 
max maximum 
min minimum 
Superscript: 
* unstable ion 
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